
123 

National Marine Fisheries Service/NOAA, Commerce § 260.102 

devices, adequate to prevent the pas-
sage of insects shall, where practical, 
be provided for all outside doors and 
openings. The use of chemical com-
pounds such as cleaning agents, insec-
ticides, bactericides, or rodent poisons 
shall not be permitted except under 
such precautions and restrictions as 
will prevent any possibility of their 
contamination of the processed prod-
uct. The use of such compounds shall 
be limited to those circumstances and 
conditions as approved by NMFS. 

(h) Inspector’s office. Furnished suit-
able and adequate office space, includ-
ing, but not being limited to, light, 
heat, and janitor service shall be pro-
vided rent free in official establish-
ments for use for official purposes by 
the inspector and NMFS representa-
tives. The room or rooms designated 
for this purpose shall meet with the ap-
proval of NMFS and shall be conven-
iently located, properly ventilated, and 
provided with lockers or cabinets suit-
able for the protection and storage of 
inspection equipment and supplies and 
with facilities suitable for inspectors 
to change clothing. 

(i) Adequate parking space, conven-
iently located, for private or official 
vehicles used in connection with pro-
viding inspection services shall be pro-
vided. 

[36 FR 21040, Nov. 3, 1971] 

§ 260.100 Facilities. 
Each official establishment shall be 

equipped with adequate sanitary facili-
ties and accommodations, including, 
but not being limited to, the following: 

(a) Containers approved for use as 
containers for processed products shall 
not be used for any other purpose. 

(b) No product or material not in-
tended for human food or which creates 
an objectionable condition shall be 
processed, handled, or stored in any 
room, compartment, or place where 
any fishery product is manufactured, 
processed, handled, or stored. 

(c) Suitable facilities for cleaning 
and sanitizing equipment (e.g., brooms, 
brushes, mops, clean cloths, hose, noz-
zles, soaps, detergent, sprayers) shall 
be provided at convenient locations 
throughout the plant. 

[36 FR 21040, Nov. 3, 1971] 

§ 260.101 Lavatory accommodations. 

Modern lavatory accommodations, 
and properly located facilities for 
cleaning and sanitizing utensils and 
hands, shall be provided. 

(a) Adequate lavatory and toilet ac-
commodations, including, but not 
being limited to, running hot water 
(135 °F. or more) and cold water, soap, 
and single service towels, shall be pro-
vided. Such accommodations shall be 
in or near toilet and locker rooms and 
also at such other places as may be es-
sential to the cleanliness of all per-
sonnel handling products. 

(b) Sufficient containers with covers 
shall be provided for used towels and 
other wastes. 

(c) An adequate number of hand 
washing facilities serving areas where 
edible products are prepared shall be 
operated by other than hand-operated 
controls, or shall be of a continuous 
flow type which provides an adequate 
flow of water for washing hands. 

(d) Durable signs shall be posted con-
spicuously in each toilet room and 
locker room directing employees to 
wash hands before returning to work. 

(e) Toilet facilities shall be provided 
according to the following formula: 

Number of persons 
Toilet 

bowls re-
quired 

1 to 15, inclusive ................................................. 1 
16 to 35, inclusive ............................................... 2 
36 to 55, inclusive ............................................... 1 3 
56 to 80, inclusive ............................................... 1 4 
For each additional 30 persons in excess of 80 1 1 

1 Urinals may be substituted for toilet bowls but only to the 
extent of one-third of the total number of bowls required. 

All toilet equipment shall be kept op-
erative, in good repair, and in a sani-
tary condition. 

[36 FR 21041, Nov. 3, 1971] 

§ 260.102 Equipment. 

All equipment used for receiving, 
washing, segregating, picking, proc-
essing, packaging, or storing any proc-
essed products or any ingredients used 
in the manufacture or production 
thereof, shall be of such design, mate-
rial, and construction as will: 

(a) Enable the examination, segrega-
tion, preparation, packaging, and other 
processing operations applicable to 
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